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Model: KSC-108PU 

   1U Rackmount 8 port KVM switch, with 8 x 1.8 meter KVM Cable – PS2 & USB interface 

 

Main Feature 
• One console controls 8 connected computers 

• Support multiple form computers with PS2 and USB interface 

• Supporting DOS, Windows, Netware, Unix, Linux, Mac OS 

• No software required - easy PC selection via Push Buttons or Hot Keys  

• Auto Scan Mode for monitoring PCs 

• 1U 19’’ rack mountable design, metal case  

• In-build password protection prevents unauthorized access 

Specification 

Product Model KSC-108PU 

Computer Connections Direct /Maximum 8 / 128 

Computer Port Selection Front push button or Hot-key 

Front LED Indicator 8 x On-line, 8 x Selected 

Connector 
Power 9 VDC Input 

Computer HDB-15 VGA, PS2 & USB for Keyboard & Mouse 

IP-Based Remote Console Module (KCL-101) IP access to manage KVM & Computers globally 

Display Resolution 1920 x 1080 @ 75 Hz (Maximum) 

Auto-Scan Intervals 3 ~ 60 Seconds 

Power Rating (AC to 9VDC/1A adapter) 100-240VAC, 50/60Hz 

Environment  

Operating Temperature  -10 - 50°C 

Store Temperature  -20 - 60°C 

Humidity  0-80% RH, NC 

Housing  Heavy Duty Steel  

Size  1U, 19" Rack mount 

Net / Gross Weight 2 / 3.5KG 

Dimensions (W*D*H) 443 x 156 x 43 mm 

Certificated   CE/FCC 

Ordering Information 

KSC-108PU 1U Rackmount 8 port KVM switch, with 8 x 1.8 meter KVM Cable – PS2 & USB interface 

CL-030PU (Optional) 4 in 1 KVM Cable, USB & PS2 interface, 3 meter length 

CL-050PU (Optional) 4 in 1 KVM Cable, USB & PS2 interface, 5 meter length 

KCL-101 (Optional) IP-Based Remote Console Module 

 


